
40-Watt Handheld PA System 
with Microphone and 
Rechargeable Battery

Ultra-compact, portable PA system 
ideal for business meetings, 
tour guides, classroom activities, 
and various other applications  

5" full-range loudspeaker with 
enormous power and incredible 
sonic performance in a 
super-light package  

Built-in battery with 8 hours 
life—recharges completely in 
just 4 hours  

Mic and Auxiliary inputs to 
connect to your mic, CD, and 
other line level sources  

Comes with a BEHRINGER XM1800S 
microphone, 3' cable, recharger and 
mic stand adapter  

Power switch, Volume control and 
battery charge indicator LEDs  

Convenient battery and shoulder 
strap compartment  

Ergonomically designed carrying 
handle and shoulder strap for 
effortless portability  

High-quality components and 
exceptionally rugged construction 
ensure long life  

Conceived and designed by 
BEHRINGER Germany

Megaphone meets the 21st century.

Use this extremely lightweight, 
yet powerful PA system to get your point 
across indoors or on the playing field. 
The EUROPORT EPA40 portable PA system 
is designed for use in all situations where 
you need to raise the volume of your 
voice to communicate effectively with a 
crowd or small audience.

The EPA40 is the ideal PA system for 
business meetings, sports coaching, 
tour guides, outdoor activities, 
classrooms, or any place where you could 
use a little extra volume for your voice.

Super-lightweight, powerful public  
address system to go

With its 5" full-range loudspeaker 
and 40-Watts of built-in power, 
the EPA40 provides superb sonic 
performance and weighs less than 6 lbs. 
The integrated battery pack is good for 
up to 8 hours of continuous operation, 
and recharges in less than four.

Extreme versatility

Want to play some of your favorite 
tunes at the picnic? Just plug a CD/MP3 
player into the accessory jack and crank 
it up! You can even mount the EPA40 on 
a microphone stand for public speaking 
engagements. A high-quality dynamic 
microphone and all the accessories 
you’ll need are included for a complete, 
portable PA solution.
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For service, support or more information contact the BEHRINGER location nearest you:

Europe 
 MUSIC Group Services UK 
Tel: +44 156 273 2290 
Email: CARE@music-group.com

USA/Canada 
 MUSIC Group Services NV Inc. 
Tel: +1 702 800 8290 
Email: CARE@music-group.com

Japan 
 MUSIC Group Services JP K.K. 
Tel.: +81 3 6231 0454 
Email: CARE@music-group.com

Technical specifications and appearances are subject to change without notice and accuracy is not guaranteed. BEHRINGER is part of the MUSIC Group (music-group.com). All trademarks are the property of their respective owners. MUSIC Group accepts no liability for any loss 
which may be suffered by any person who relies either wholly or in part upon any description, photograph or statement contained herein. Colors and specifications may vary from actual product. MUSIC Group products are sold through authorized fullfillers and resellers only. 
Fullfillers and resellers  are not agents of MUSIC Group and have absolutely no authority to bind MUSIC Group by any express or implied undertaking or representation. This manual is copyrighted. No part of this manual may be reproduced or transmitted in any form or by any 
means, electronic or mechanical, including photocopying and recording of any kind, for any purpose, without the express written permission of MUSIC Group IP Ltd. ALL RIGHTS RESERVED. © 2012 MUSIC Group IP Ltd. Trident Chambers, Wickhams Cay, P.O. Box 146, Road Town, 
Tortola, British Virgin Islands. 985-10000-00394

Specifications

Inputs 

MIC IN ¼" jack, unbalanced 

LINE IN 1∕₈" jack, unbalanced 

Output 

Output power 40-Watts 

Loudspeaker 5" full-range speaker 

Microphone 

Type BEHRINGER XM1800S, dynamic 

Pickup pattern Hyper-cardioid 

Cable length 3' (1 m) spiral cable 

System Data 

Power supply rechargeable battery (included) 

Battery type 12 V DC / 2600 mAh, rechargeable

Charging time approx. 4 hours 

Operating time up to 8 hours 

External charger type 18 V DC / 3 A 

Mains voltage 100 - 240 V~, 50/60 Hz  
(Switching mode adaptor) 

Mains connector Standard IEC receptacle 

 

Physical/Weight 

Dimensions  approx. 8.5 x 7 x 11.2"  
(H x W x D) approx. 217 x 180 x 284 mm

Weight  approx. 7.05 lbs / 3.2 kg

Please note these specifications are preliminary and conceptual in nature, and as such are subject 
to change as product development progresses. This information is supplied for market research 
purposes only and is not to be made public in any manner. This document is solely the property of 
The MUSIC Group, or one of its subsidiaries, and must be surrendered upon request of the owner.

DC IN – the supplied 
external power 
supply/battery 
recharger connects here

Loudspeaker –  
5" full-range

Carry handle 

MIC LEVEL – serves 
as the overall 
volume control

Power switch 

Charge LED – flashes 
yellow during charge 
cycle, turns off when 
charging is complete

LOW BAT LED 

MIC IN –jack for the 
XM1800S microphone 
(included)

LINE IN – 1∕₈" input 
jack for external 
sound sources such as 
CD/MP3/Tape decks

Battery and storage 
compartment – 
removable battery is located 
in the bottom half, remaining 
area is provided for storing 
accessories (like the included 
shoulder strap) 
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